
Problems 
Increasing demands for low fuel consumption and related CO2 emissions with the lowest 
exhaust emissions require a change to modern petrol and diesel engines with direct 
injectors. 

The ever-growing ratio of bio-fuels leads to residues in the combustion chambers and results 
in: 

poorer fuel efficiency 
Stops LSPI (low speed pre-ignition) 
higher emission levels 
Carbon deposits in the injector system and diesel particulate filters (DPF) 

This leads to more serious problems. Malfunctions such as misfire codes are often the 
result.

Effects 
Cleans the entire fuel injection system, especially the injectors, 
the combustion chamber and the diesel particulate filter, 
removing combustion residues.  

Reduces emissions Ø 18 % (up to 30 %) 

Increases the power output of the engine by up to 5% 

Absorbs water in the tank 

Prevents malfunctions (misfire codes) 
Maintains pipes, seals and the entire injector system

Solution 
The patented PEA (poly ether amines) and PAC technologies 
have been developed specifically to meet these requirements. 
Thanks to these patented technologies, the Lube1 Fuel 
System Cleaner (item no. L1-07701) guarantees perfect 
cleaning of all residues and ensures optimal combustion values 
and power output. 

The Lube1 Fuel System Cleaner has been developed for ALL 
engines operated using diesel, biodiesel, petrol and bio-fuels. 
Replaces among others GM Gasoline Additive 95599923 
and VW Gasoline Additive G 001 780 M3 and VW Diesel 
Additive G 001 790 M3
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Use 

Pour the entire content in the almost empty tank before refueling. 
Reapply treatment every 10‘000 km.

Fuel System Cleaner (item no. L1-07701) 
for petrol and diesel engines

Especially developed for cleaning and maintaining direct injection 
systems
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Function 
With direct injection systems, the injectors are located directly in the combustion chamber. 
Here, they are subjected to extreme temperatures and enormous pressure.

Conventional commercial products are highly flammable, burn too quickly and only offer low 
cleaning efficiency in these critical conditions. 

The cutting-edge PEA technology has 
been specifically developed for these 
operating conditions, guaranteeing 
penetration of all impurities and burning 
them with no residue whatsoever. This 
technology completely eradicates carbon 
deposit splintering, which leads to 
blockages in the diesel particulate filter. 

Intensive laboratory examinations and field test 
series in the USA and Switzerland have yielded 
the following congruent results: 

3% LESS FUEL CONSUMPTION 

18 % LESS CO2 EMISSIONS 
13 % LESS NOx EMISSIONS 
10 % LESS PARTICULATE EMISSIONS 

5% HIGHER PERFORMANCE
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